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1.  

a) What taxes and tax-like charges are levied on fossil fuels? When is there no need 

to pay taxes? How does peat taxation differ from fossil fuels? (2p) 

b) What are the ways to reduce sulfur emissions in shipping? In which cases are the 

various options an appropriate alternative? (2p) 

c) What are the key differences between the ETS sector and the effort-sharing 

sector?  How to achieve carbon neutrality goals in the emissions trading sector 

(ETS) and the effort sharing sector? 2p) 

 

2.  

a) How does the district heating market interact with the electricity market, and what 

factors affect its competitiveness and sustainability in Finland? (2p) 

b) Explain the concept of a duration curve in the context of energy demand. How do 

heat pump solutions change the electricity consumption duration curve? (2p) 

c) Compare policy effectiveness of (a) fuel excise taxes, (b) distribution obligation, 

(c) vehicle taxation, for decarbonizing transport. What challenges will they face in 

the future? (2p) 

 

 

3. The specific investment cost of a 25 MW electrolyser and other essential components 

is assumed to be 700 €/kW. This cost includes all necessary equipment and installation 

costs. The unit is scheduled to be operational for 20 years, but the electrolyser stack 

needs to be renewed in 12 years. The stack renewal cost is assumed to be 50% of the 

installation cost of the electrolyser. The efficiency of the electrolyser may be assumed 

to be 65%, which is defined as a ratio between the energy content of the produced 

hydrogen (using lower heating value, 120 MJ/kg), and the energy content of used 

electricity. The annual operation and maintenance expenses are approximately 1% of 

the electrolyser investment cost, excluding electricity. The average price of electricity 

over the unit’s lifetime is assumed to be 34 €/MWh. The plant runs for 6000 hours at 

full capacity each year. The project is financed by a loan with an interest rate of 5%. 

 

What is the levelized production cost of hydrogen (LCOH) in euros per MWh of 

hydrogen and euros per kg of hydrogen? LCOH (as shown in equation attached) is a 

ratio of total cost of production over the lifetime and total hydrogen production over 

the lifetime. (6p) 
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4. The wood pellet heating plant with a capacity of 20 MW has the underlying 

performance and cost information: 

Investment: 6 M€ 

Annual fixed operation and maintenance costs: 3 % of investment 

Variable operation and maintenance costs: 2 €/MWh of heat generated 

Wood pellet price: 35 €/MWh of fuel 

Annual efficiency: 90 % 

Economical lifetime: 15 years 

Rate of interest: 5 % 

 

i. Calculate the linear cost function. (3p) 

ii. Calculate the heat production cost (in €/MWh) when the annual full 

load hour is 6000h. (3p) 
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Energy Economics Fundamentals 

Present value factor 𝒗𝒏,𝒊 

Every payment is assumed to happen in the end of the year at issue. 

Equation: 𝑣𝑛 ,𝑖 =
1

 1+𝑖 𝑛
 

Example: The present value of one monetary unit ten years from now with 8 % rate of interest is 

about 0,46. 

n/i 5 % 6 % 7 % 8 % 10 % 12 % 15 % 20 % 

1 0,95238 0,94340 0,93458 0,92593 0,90909 0,89286 0,86957 0,83333 

2 0,90703 0,89000 0,87344 0,85734 0,82645 0,79719 0,75614 0,69444 

5 0,78353 0,74726 0,71299 0,68058 0,62092 0,56743 0,49718 0,40188 

10 0,61391 0,55839 0,50835 0,46319 0,38554 0,32197 0,24718 0,16151 

20 0,37689 0,31180 0,25842 0,21455 0,14864 0,10367 0,06110 0,02608 

 

Present value factor of periodic payments 𝒂𝒏,𝒊 

Every payment is assumed to happen in the end of the year at issue. 

Equation: 𝑎𝑛 ,𝑖 =
 1+𝑖 𝑛−1

𝑖 1+𝑖 𝑛
 

Example: The combined present value of the series of one monetary unit annual payments for 10 

years based on a 5 % rate of interest is about 6,7. 

n/i 5 % 6 % 7 % 8 % 10 % 12 % 15 % 20 % 

1 0,95238 0,94340 0,93458 0,92593 0,90909 0,89286 0,86957 0,83333 

2 1,85941 1,83339 1,80802 1,78326 1,73554 1,69005 1,62571 1,52778 

5 4,32948 4,21236 4,10020 3,99271 3,79079 3,60478 3,35216 2,99061 

10 7,72173 7,36009 7,02358 6,71008 6,14457 5,65022 5,01877 4,19247 

20 12,46221 11,46992 10,59401 9,81815 8,51356 7,46944 6,25933 4,86958 

 

Annuity factor 𝒄𝒏,𝒊 

The value of payment at present is changed to annual payments. 

Equation: 𝑐𝑛 ,𝑖 =
𝑖 1+𝑖 𝑛

 1+𝑖 𝑛−1
 

Example: If one monetary unit present payment is changed to annual payments for 10 years using 8 

% rate of interest the annual loan payment and interest make together about 0,149 annually. 

n/i 5 % 6 % 7 % 8 % 10 % 12 % 15 % 20 % 

1 1,05000 1,06000 1,07000 1,08000 1,10000 1,12000 1,15000 1,20000 

2 0,53780 0,54544 0,55309 0,56077 0,57619 0,59170 0,61512 0,65455 

5 0,23097 0,23740 0,24389 0,25046 0,26380 0,27741 0,29832 0,33438 

10 0,12950 0,13587 0,14238 0,14903 0,16275 0,17698 0,19925 0,23852 

20 0,08024 0,08718 0,09439 0,10185 0,11746 0,13388 0,15976 0,20536 
 


